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Great price
Great cost 
Great quality

BOE MLED TECHNOLOGY CO., LTD.

High Fatness

Ultimate Picture Quality

Strict Quality



Meeting Room Data Center Exhibition Display

Application Scenarios

Product Appearance

Specification Parameters

*Our products include but are not limited to the products and their technical and specification parameters mentioned in this leaflet.
All products shall be subject to the real object. 
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BTQ Series

Pitch(mm)

LED Type

Module Resolution

Module Size（mm）

Pixel Density（dot/m2）

Typical Lifespan(hrs)

Operating Temperature
Range（℃）

Storage Temperature
Range（℃）

Operating Humidity
Range（RH）

Storage Humidity
Range（RH）

Maintenance Mode

BTQ012 BTQ015 BTQ018 BTQ020 BTQ030

1.25

SMD1010

256*128

320*160

640,000

1.538

SMD1212

208*104

422,500

-10 ～ 50

-20 ～ 50

1.86

SMD1515

172*86

288,906

Front Maintenance

100,000

2.0

SMD1515

160*80

250,000

3.0/3.076

SMD1515/SMD2121

64*64

192*192/320*160

111,111/105,625

BTQ Cabinet

Cabinet Size（mm）

640*480

Suitable for
320*160 Module

-

BTQ025

2.5

SMD2121

128*64

160,000

10 ～ 60% ,no condensation

10 ～ 60% ,no condensation

2024V5


